Camelion . ENGINEERING DATA SHEET

ALKALINE BUTTON CELL Document Title: PB0341

LR 41

Max 7.90(0.31) Chemical System: Primary Alkaline

Camelion Model: LR41(AG 3)

IEC Name: LR 41,LR736

Average Weight : 0.6g

Dimension (& xH) :7.90 x3.60mm
0.31x0.14 inch

Negative Terminal :Trimetal orsteel gold plated

Positive Terminal: Nickel plated steel

Nominal Voltage : 1.5Volts

Nominal Service Capacity: 28.0mAh

(20£2°C, Rated at1.0KQ to 0.90V)

Min0.2(0.008)-: i I + f Discharge Current:0~5.0mA
( E W Max 3.60(0.14) Cross Reference: V3GA(Varta), 192(Eveready),
i 4 LR41(Maxcell),392A(Other)
[+]
Unif:mm(inch)
Discharge Characteristic
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1.0k Q 0.90V 24hrs/day 1.5mA 23hrs
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Notice:

This information issubject to change without pricr noficeand for referenceonly. Itshould nof beused as abasis for aproduct guarantee orwarranty . Foradditional information,
please consult yournsarest Camelion SalesCffice or Distribuforor visit curwebsite at: www.camslionbattery.com.




