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Sprinter – S6V740 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Constant­power discharge in W/cell @ 20 °C 

© 2000 – 2010 Exide Technologies. All rights reserved. Subject to alterations. Click here for legal notice. 

Terminal:  Drawing: 

Discharge figures are also valid for UL 94 V0 version. Change "H" 
to "V" in the part number. 

 Example 
Standard NASR060740 H P0FA

UL 94 V0 NASR060740 V P0FA

Exide type 
designation

Nom. 
Voltage V

Power 15min 
1.67 VpC 20°C 
W/cell

Power 15min 
1.67 VpC 25°C 
W/cell

Length (l) 
max. mm

Width (b/w) 
max. mm

Height (h1) 
max. mm

Height over 
termin 
als (h2) max. 
mm

Weight 
approx. kg

Internal resistance 
mOhm

Short circuit 
current A

Termi­ 
nal

S6V740 6 710 746 306 174 224 235 33.4 0.9 6831 F­M6

Part number Vpc 5 min 10 min 15 min 20 min 30 min 45 min 1 h 1,25 h 1,5 h

NASR060740HP0FA 1.85 978 712 575 485 373 279 224 186 159

NASR060740HP0FA 1.80 1155 828 656 546 413 302 239 198 169

NASR060740HP0FA 1.75 1271 872 683 565 424 310 245 201 173

NASR060740HP0FA 1.70 1338 915 708 584 434 314 247 203 173

NASR060740HP0FA 1.67 1376 923 710 586 436 316 249 205 175

NASR060740HP0FA 1.65 1393 927 714 588 437 317 249 205 175

NASR060740HP0FA 1.60 1407 929 715 590 439 319 251 207 177

NASR060740HP0FA 1.50 1433 932 719 592 441 319 251 207 178


